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Picture Memory Unit

Features
•	 16 (single or quad view), 32 or 60 max. images -
	 quad images may be viewed separately
•	 Easy add-on to existing or new system,
	 color or black and white
•	 16, 32 or 60 pictures can be saved for replay
•	Max. of 8 pictures storable in memory
•	 Pictures in memory are not
	 erased from power failure
•	 In 4-frame mode: 4 consecutive
	 views of caller in 2 sec. intervals
•	 One KC-32EU per door station
•	Must be used with master station
•	 24V DC (color) power source

Specifications
Power Source 24V DC, 160mA (color)
Wiring	 2 parallel wires to door (non-polarized)

2 wires to master (polarized)
Distance	 KC-32EU to door: Varies by system

KC-32EU to master: 8”(22AWG) 16”(18AWG)
KC-32EU to power supply: 33’(22AWG) 65’(16AWG)

Dimensions	 7-11/16”H x 3-1/8”W x 2-1/8”D

Used for:
KB-3MRD, KC-1GRD
and KC-1MRD

NOTE:
KC-32EU is NOT
compatible with the
GF and GH Series

Programming:
• Date and time position

• Date and time

• Save mode

• Automatic picture save

• Manual picture save
(when viewing)

• Absence set

• Replay

• Store in memory

• Erase one or all pictures

16-picture
(4-frame)
save mode

16, 32 or 60-picture
save mode

KC-32EU
Picture
Memory Unit
(Shown with KC-1GRD)

KC-1GRD
Master
Station

Picture Memory Unit

KC-32EU
Picture
Memory Unit

Long Distance Adaptors

Specifications
Power Source JBW-BA: 18~24V DC JKW-BA: 18V DC
Capacity	 One adaptor unit for each video door station

located beyond the standard specified wire distance
Mounting	 Use W-DIN11
Dimensions	 4-1/4”H x 4-3/16”W x

2-3/8”D (JBW-BA) 2-3/16”D (JKW-BA)
Distance JBW-BA: 820’ (JF Series), 980’ (JA & KC Series)

JKW-BA to Door: 650’ (JK Series)
JKW-BA to last monitor: 330’ (JK Series)

Wire Type	 Aiphone #851602 or #851602DB (direct burial)

Used for:
JBW-BA –
JA Series, JF Series,
and KC Series
JKW-BA – JK Series

Features 
•	 Extends wiring distance to video monitors up to 980’ max.
	 (820’ max. when used with JF Series)
•	 Functions with JA, JF, JK, and KC video door stations
•	 Requires low capacitance Aiphone cable #851602

JBW-BA
Long Distance Door
Station Adaptor

Long Distance Adaptors for color video door stations

JKW-BA
Long Distance Door
Station Adaptor

DISTRIBUTED BY:  www.leedan.com   info@leedan.com   Toll-Free: 800-231-1414

http://www.leedan.com
mailto:info@leedan.com



